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AQSB INSTRUMENT LAB TEST REPORT 
 

API 701 Zero Air Generator 
 

Serial Number:  ARB Barcode  
Software Version:  Tested By:  

Date Started:  Reviewed By:  
Date Completed:  Date:  

Accept or Reject:    
 
 

Physical Inspection Notes   Initials 

1. Unpack and Inventory Parts     

2. Check for shipping damage     

3. Remove compressor shipping screws     

4.  Check line voltage and power phasing     
 
 

Pre-Acceptance Test Checks 
    

1. Start documentation file     

2. Check operation of valves, switches, gauges etc.     

3. Pneumatic connections     

4. Confirm firm ware version     
 
 

Operational Tests 
    

1. Initial Start-up checks     

2. Record initial front panel pressure gauge     

3. Check pressure switch operation     

4. Pressure regulator (Front display/Test gauge)                 /    
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 (Instrument Lab Test Report Cont.) 
 

Operational Tests (Cont.) Notes   Initials 

5. Record Zero Air Out flowrate (SLPM)     

6. Check Dew Point      

7. Check Zero air purity     

7. Perform 72 hour zero air purity test     
 
 

Environmental Chamber Test 
 

1. Temperature and Voltage Variation Test 

  

 

 

1a. 35 deg C, 115 V
    

1b. 35 deg C, 125 V
    

1.c 35 deg C, 105 V
    

1d. 15 deg C, 115 V
    

1e. 15 deg C, 125 V
    

1f. 15 deg C, 105 V
    

 

Post Acceptance Test 
    

1. Verify output pressure @ 35 psig 
    

 
2. Perform shut down procedure 

    

 
3. Complete Acceptance Test Documentation 

    

 
4. Submit Acceptance Test docs for review 

    

 
 


